Catalog MSG15-3504 Special Bodies and Cavities
Product Information 3M, 3-Way

Ccv
For additional information see Technical Tips on pages BC2-BC3.

Dimensions
Millimeters (Inches)

Check
Valves

l+=—55.50 (2.185) min 14.00 min View on X

(0.551) Recommended [ ]
45.70 (1.799) max Port Detail S

30.30 (1.193) min '
: ) Alternative Port 1— 14.00 min
21.30 (0.839) max

30.10 (0.551)
(0.004) | A 14.30(0.563)min————|

Shuttle
Valves

-

X
7 0.025
(0136) | MO (MO @28.00—
& (1.102) Cavit

5 (3) 2) (1) Pilot Drill Center

= s P R Line 14.00
i (0.551)
n
@35.50 +0.10 | @30.00 333 "

(1.398 = 0.004) | (1.181) *39%2 m
"

v

,.
=

Load/Motor
Controls

-
0

Controls

1-5/16" - 12 050 ol 2" ©29.00 565 |
UNF-2B— (0.020) (1.142) 239%
16.50 (0.650) min & 33.50 min__|

D 40.00 = 0.40 29. 848) —| (1.319)
(1.575 = 0.016) 55 (0.848)

Flow

T
0

le— 45.90 (1.807) —=|

62.00 (2.441) max

0.05 55.00 (2.165) min R =0.10 +0.15-0.00

L (0.002) A 83.40 = 0.40 (0.004 +0.006 -0.000)
(3.283 z0.016)

le————85.00 (3.346) min ————=

Pressure
Controls

-
m

Elements

Cavity 10.00 (0'394)7

(0.709)

’ el
38.00 (? - 1
(1.496) F== | === 63.00

[ __I_ —— (2.48)
(2) 80.00 105.00

= =i | (3.15) (4.134)
2holes —~ | | It SV

@ 10.40 through ===
@ 0.409 ]
20.00

0.787) e e

(2.00) . 50.80_
101.60 (2.00) PV

le—
Logic

18.00

0
9]

Directional
Controls

Solenoid
Valves

Proportional
Valves

Ordering Information
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Line Port Body
Body Size Material
Code | Port Size Code | Body Material

078 | 1 SAE (Main) S |Steel
1/4 SAE (Aux)
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*Please be advised that this is a non-core line body.

Additional lead-time and/or pricing requirements may exist when ordering. ™D

Technical
Data

BC33 Parker Hannifin Corporation
HVS and MSDE Divisions
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