Return Bushes

Specifications
Construction: Nitrile rubber.
Pipe Diameters: 6mm up to 50mm.
Media Compatibility: Mineral and petroleum based fluids.
Order Quantity: Only available in single size sets.
ie. 1 set of bushes = 10 bushes of one size.
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Ordering Information
Pipe Size B A C D Weight Kg
Part Number mm ins mm mm mm (per pack)
2801 6 OD 0.25 0D 30.0 18.3 18.0 .007
2802 8 OD 30.0 18.3 18.0 .007
2803 0.38 OD 30.0 18.3 18.0 .007
2804 10 OD /s NOM 30.0 18.3 18.0 .006
2805 12 OD 0.50 OD 30.0 18.3 18.0 .006
2806 14 OD '/« NOM 40.0 28.5 24.0 .180
2807 15 0D 40.0 28.5 24.0 170
2808 16 OD 0.63 OD 40.0 28.5 24.0 .160
2809 s NOM 40.0 28.5 24.0 .160
2810 18 OD 40.0 28.5 24.0 .160
2811 0.75 OD 40.0 28.5 24.0 .150
2812 20 OD 40.0 28.5 24.0 130
2813 > NOM 40.0 28.5 24.0 .120
2814 22 OD 0.88 OD 40.0 28.5 24.0 120
2815 25 0D 1.00 OD 55.0 42,5 24.0 .320
2816 /s NOM 55.0 42.5 24.0 .300
2817 28 OD 55.0 425 24.0 .290
2818 30 OD 55.0 425 24.0 .260
2819 1.25 OD 55.0 42,5 24.0 .240
2820 1 NOM 55.0 42.5 24.0 .210
2821 35 0D 55.0 425 24.0 .180
2822 38 OD 1.50 OD 70.0 58.5 24.0 .600
2823 42 OD 70.0 58.5 24.0 440
2824 1 NOM 70.0 58.5 24.0 430
2825 1> NOM 70.0 58.5 24.0 .320
2826 50 OD 2.00 OD 70.0 58.5 24.0 .270
2827 2 NOM 80.0 68.5 24.0 .310
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