
	

				    Inches			   Working 
	 Parker	 MPI™	 NPT			   W	 Pressure
	 Part No.	 Size	 Thread	 A	 D	 Hex	 (PSIG)

	 4-2 GBMP7	 1/4	 1/8 - 27	 2.06	 1.56	 13/16	 15,000
	 4-4 GBMP7	 1/4	 1/4 - 18	 2.25	 1.75	 1	 15,000
	 4-6 GBMP7	 1/4	 3/8 - 18	 2.35	 1.85	 1 1/8	 15,000
	 4-8 GBMP7	 1/4	 1/2 - 14	 2.58	 2.08	 1 3/8	 15,000
	 6-2 GBMP7	 3/8	 1/8 - 27	 2.37	 1.74	 13/16	 15,000
	 6-4 GBMP7	 3/8	 1/4 - 18	 2.56	 1.93	 1	 15,000
	 6-6 GBMP7	 3/8	 3/8 - 18	 2.66	 2.03	 1 1/8	 15,000
	 6-8 GBMP7	 3/8	 1/2 - 14	 2.87	 2.24	 1 3/8	 15,000
	 8-4 GBMP7	 1/2	 1/4 - 18	 2.89	 2.20	 1	 15,000
	 8-6 GBMP7	 1/2	 3/8 - 18	 2.99	 2.30	 1 1/8	 15,000
	 8-8 GBMP7	 1/2	 1/2 - 14	 3.20	 2.51	 1 3/8	 15,000
	 9-4 GBMP7	 9/16	 1/4 -18	 2.68	 2.18	 1 3/8	 15,000
	 9-6 GBMP7	 9/16	 3/8 - 18	 2.93	 2.30	 1 1/8	 15,000
	 9-8 GBMP7	 9/16	 1/2 - 14	 3.26	 2.51	 1 3/8	 15,000
	 12-8 GBMP7	 3/4	 1/2 - 14	 3.70	 2.82	 1 3/8	 15,000

Dimensions in inches are for reference only, subject to change.
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